
STORAGE BIN: 14 bushel capacity for up to 

10 day operation on a single load 

FAN CONTOL: Adjustable 

with high limit switch 

Built-in Heat exchanger 

cleaner: Removes residue ash 

from heat exchanger elements 

COMBUSTION CHAMBER: 

Induced air flow generates 

maximum efficiency. Burn 99% 

complete, leaving about 1 

pound of ash from 100 pounds 

of premium wood pellets  

ASH PAN: For easy removal 

of ashes. 

LOW FIRE TIMER & 

BURNER ON/OFF 

SWITCH 

HIGH FIRE 

TIMER RELAY 

6 rpm FURNACE 

AUGER– Supplies 

fuel to fire pot 

4 rpm METERING 

AUGER—Transfers 

fuel from storage bin 

to furnace auger 

Furnace Dimensions : 53” H x 27” W x 46” D 

Bin Dimensions : 48”H x 36”W x 52” D 

Furnace Weight : 440 lbs. 

Bin Weight : 50 lbs. 

Bin Capacity : 14 bushel 

Flue Pipe : 6”round  

Supply and Return Air Plenum Openings : 14” x 14” 

Heat Exchanger : 14 gauge steel 

Fire Pot : 5/8” Cast Iron 

Air Filter : 20” x 20” x 1” 

Combustion Blower : 75 CFM 

Hot Air Blower : 1/2 hp—3 speed 

Adjustable Input BTU’s : 80,000—150,000 

Thermostat Controlled 

UL LISTED 

Manufactured in right or left hand feed into furnace 

Power : 120Volt 

Fuse Size Required : 15 amp 

 

Clearance to Combustibles: 

Top : 32”        Side : 6” 

Front : 30”     Rear : 18” 

Specifications : A-Maize-Ing Heat Model NRP620-9 

TRANSPARENT SUPPLY TUBE: For easy inspection 

of fuel flow  

Supply & Return Air Plenums  

Adjustable combustion air 

blower 


